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€ For Indoor & Outdoor Claddings

& Fully Waterproof

€ Weather Proof

€ No Algae, No Moss
€ UV Resistant Colour

& Easy to Install




VINTAGE
BRICK

COTTAGE
BRICK

Erilliant Brick Red

Glacier White

Bengal Clay

Amber

Burnt Brick Red

Antique Red

Coal Grey

VINTAGE BRICKS

L 190mm x Wa0mmiapp) | T 15mm
Weight/Box - 24kglapp.)

Square Feet/Box - 10

COTTAGE BRICKS

L 230mm x WeZmmiapp) | T 15mm
Weight/Box - 24kglapp.}

Square Feet/Box - 10

L SHAPED BRICK AVAILABLE
FOR CORNER




CAVE
STONE

VINTAGE
LEDGE
STONE

Calm Grey

Yellow Moss

Chamois

Beige

Rustic Grey

Tortoise Shell

Coal Ash Grey

CAVE STONE

L 450mm x W225mmiapp.} | T 20mm
Weight/Box - 25kglapp.)

Square Feet/Box - 8.8

VINTAGE LEDGE STONE

L 195mm x Wasmmiapp.) | T 25-40mm
Weight/Box - 28kglapp.)

Square Feet/Box - 8.15




STACK
LEDGE
STONE

Taortoise Shell

COUNTRY
LEDGE
STONE
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Coffee Brown

Coal Grey

Camel Yellow

STACK LEDGE S5TONE

L 600mm x W200mmiapp.) | T 40mm
Welght/Box - 37 4kglapp.)

Square Feet/Box - 6.5

COUNTRY LEDGE STONE

L 215mm x W100mmi{app.) | T 40mm
Weight/Box - 40kglapp.)

Square Feet/Box - 10




TRAVERTINE
BLOCKS

GRAND
CASTLE
STONE

Caramel & Grey

Sierra Rose

Caramel

Coal Grey

Coal Black

Glacier White

TRAVERTINE BLOCKS
L 600mm x W200mm{app.) | T 40mm

Weight/Box - 37kalapp.)
Square Feet/Box - 7.8

GRAND CASTLE STOME

L 495mm x W155mmiapp) | T 20mm
Weight/Box - 30kalapp.)

Square Feet/Box - 8.5



INDIAN
TERRAIN

ASHLAR
SLATE

Cloudy Grey

Cloudy White

Ginger Brown

European Sand

Country Beige

Coal Ash Grey

INDIAN TERRAIN

L 615mm x Watemm{app.) | T 30mm
Weight/Box - 32.5kglapp.)

Square Feet/Box - 8.1

ASHLAR SLATE

L 550mm x W400mm{app.) | T 40mm
Weight/Box - 21.84kglapp.)

Square Feet/Box -4.8




CORAL
REEF

FORT
STONE

Dove Grey

Coal Black

Mustard Yellow

Calm Grey

Pastel Yellow

White Sands

CORAL REEF

L 400mm x W200mmiapp.) | T 30-35mm
Weight/Box - 22.2kglapp.)

Square Feet/Box - 5.4

FORT STONE

L 398mm x W200mmiapp.) | T 40mm
Weight/Box - 18.48kalapp.)

Square Feet/Box - 5.4




FOSSIL
STONE

FIELD
STONE

Sand Stone

Sand Stone

Rustic Yellow

Rustic Yellow

Calm Grey

FOSSIL STONE
L 290mm x W290mmiapp.) | T 20-25mm

Weight/Box - 30.4kg(app.)

FIELD STOME
L 570mm x W280mmiapp.) | T 50-55mm
Welght/Box - 13.6kglapp.)

Graphite Grey
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SLEEPER
WOO0D

TRACK
WOO0D

Wood Brown

Walnut Brown

Straw Brown

Brown Wood

Seal Grey

Coal Ash Grey

SLEEPER WOOD

L 300mim x W300mmiapp) | T 25mm
Weight/Box - 31 dkglapp.)

Square Feet/Box - 8

TRACK WOOD

L 609.6mm x W101.6mm{app) | T 30mm
Woeight/Box - 31kglapp.)

Square Feet/Box - 6.7




STACK
WOOoD

WOOoD
STRAW

Rustic Brown

Green Field Straw

Slate Black

Soothing Beige

STACKED WOOD

L 381mm x W158.75mmiapp.) | T 35mm
Weight/Box - 30.5kglapp.)

Square Feet/Box - 6.5

Matural Grey

WOoOoD STRAW
L 450mm x Was0mmiapp.) | T 25mm

Steel Grey




WOOD
BLOCK

FOSSIL
BRICK
WOoOoD

Garden Walnut

Pickled Oak

Light Mahogany

Light Maple

Jamboree Jade

Rustic Grey

WOOD BLOCK

L 392mm x W1 16mmiapp.) | T 35mm
Weight/Box - 22kglapp.)

Square Feet/Box - 5

FOSSIL BRICK WOOD
L 220mm x Wabmmiapp.) | T 10mm




RECLAIMED
WO0O0D
PLANK

STRIPPED
WO0O0D

Rustic Grey Wood

Dove Grey

Antique White

Soothing Beige

Antigue Green

Cedar

RECLAIMED WOOD PLANK

L 484mm x Wi45mmiapp.) | T 25mm
L 660mm x W14smmiapp) | T 25mm
L 680mm x Wid45mmiapp.) | T 25mm
L 775mm x W145mmiapp.) | T 25mm

STRIPPED WOOD

L 285mm x W152mmi{app) | T 25mm
L 510mim x W152mmiapp.) | T 25mm
L &10mm x W105mmiapp.) | T 25mm
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A quick installation guide

Stone can be laid in place using a wide variety of methods; the traditional masonry
method being one that is used more frequently. As long as you follow the guidelines
below, anyone can install a brand new wall.

® Pre-plan the installation: Everything from the kind of stone to the
specific design needs to be decided upon in the pre-planning stage to
ensure a smooth construction.

® Measure the exact area: Precise measurements ensure adequate raw
materials and plan the use of grouting and colors that affect the final look.

® Add a metal lath on top: A corrosion resistant metal lath is added on
top of the sheet One side of the lath has thick protrusions that help to
keep the mortarin place.

® Fix with galvanized nails or staples: Fixing requireés an eye for design
and a methodical approach that ensures that the intricate patterns are
perfectly secured for an impeccable finish.

® Mix the mortar thickly: Prepare a thick concoction to attach the stone
to the wall. About a half inch of mortar is enough to completely cover
the lath

® Create horizontal markings: Once a thumb placed on the mortar
presents a hard print, it is time to create horizontal markings across the
wall on top of the mortar.

® Wait for the mortar to dry: The next step is to wait overnight until the
scratched coat is partially dry.

® Ensure optimum veneer selection: At least twenty five veneers should
be laid on the floor in order to ensure optimal selection of color hues.

® Moisten the scratch coating: Before the stone can be attached,
one side of the veneer as well as the scratch coating on the wall - both of these
need to be moistened.

® Place the stones carefully: Begin with the cormmers. After the stone is
placed, it is best to avoid touching it as this may disturb the fresh bond.

® Grouting: Grouting ensures better adhesion of the stone to the wall.
It involves lining the sides of the stone with a mixture, that once dry,

is slowly shaved off.
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Vertical Cladiings
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